¢ JOINT

%"— %" WIDE
\

P/3 P/2
I I

T

DOWEL BAR
(SEE TABLE)

NOTE:

TRANSVERSE CONTRACTION JOINTS FOR CONCRETE PAVEMENT

XQ DOWEL BAR

OR BASE WIDENING SHALL MATCH EXISTING JOINTS.

TRANSVERSE CONTRACTION JOINT
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‘ TIE BAR ‘

(SEE TABLE)

N ¢ TIE BAR

LONG. CONTRACTION/CONSTRUCTION

JOINT
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EXISTING PAVEMENT NEW PAVEMENT
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DOWEL BAR
SAW CUT

DRILLED HOLE SHALL BE DIAMETER
OF DOWEL BAR PLUS J4»

NOTES:

- DOWEL BARS SHALL BE SMOOTH REINFORCING BARS.
- DOWEL BARS SHALL BE BONDED INTO THE EXISTING PAVEMENT.
- BONDING FOR DOWEL BARS SHALL BE EPOXY OR POLYESTER BONDING AGENTS.

- THE PORTION OF THE DOWEL OUTSIDE THE HOLE SHALL BE COATED WITH AN APPROVED LUBRICANT.

EXISTING PAVEMENT

¢ DOWEL

NEW PAVEMENT

JOINT SEALER

DRILLED HOLE SHALL BE DIAMETER
OF DOWEL BAR PLUS }é"

NOTES:

EXPANSION CAP

DOWEL BAR

ISOLATION JOINT FILLER

- DOWEL BARS SHALL BE SMOOTH REINFORCING BARS.
- DOWEL BARS SHALL BE BONDED INTO THE EXISTING PAVEMENT.
- BONDING FOR DOWEL BARS SHALL BE EPOXY OR POLYESTER BONDING AGENTS.

- THE PORTION OF THE DOWEL OUTSIDE THE HOLE SHALL BE COATED WITH AN APPROVED LUBRICANT.
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JOINT SPACING

INTERSECTION DETAIL

TABLE
PCCP DOWEL TIE BAR DOWEL TIE BAR MAX. TRAN. | MAX. LONG.
THICKNESS (P) SIZE SIZE SPACING SPACING SPACING SPACING
6" N/A #5 x 30" N/A 30" CTRS. 12' 12'
7 1" x 18" #5 x 307 12" CTRS. 30" CTRS. 14' 14'
8" 14" x 18”7 #5 x 307 12" CTRS. 30" CTRS. 15' 14'
>9” 15" x 18" #5 x 307 12" CTRS. 30" CTRS. 15' 15'

GENERAL NOTES:

— THE FINAL POSITION OF ALL DOWELS AND TIE BARS SHALL BE
PERPENDICULAR TO THE PLANE OF THE JOINT AND PARALLEL TO THE
SURFACE OF THE PAVEMENT AND PARALLEL TO EACH OTHER.

— ALL DOWELS & TIE BARS SHALL BE EPOXY COATED.

— DOWEL BARS SHALL BE PLACED AT 9 INCHES FROM LONGITUDINAL JOINTS.

— TIE BARS SHALL BE PLACED AT 12 INCHES FROM TRANSVERSE JOINTS.

— PANEL LENGTH TO WIDTH RATIO SHALL NOT EXCEED 1.5 TO 1.

— DOWEL BASKET SHIPPING WIRE SHALL NOT BE CUT.

— CONTRACTOR SHALL SUBMIT PROJECT SPECIFIC JOINTING PLAN AT LEAST TWO
WEEKS BEFORE PAVING OPERATIONS.

— IN ACCORDANCE WITH 2208.4.D, ALL JOINTS SHALL BE SEALED,
CURB & GUTTER.
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