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Backflow Prevention Requirements 

In accordance with The EPA Safe Drinking Water Act and Missouri Code of State Regulations 60‐11.010 the City of Lee’s Summit 
adopted a Backflow Prevention Ordinance in 1994 (Chapter 32, Article III of the Code of Ordinances) and standards in the Design 
and Construction Manual in support of these laws. The purpose of this Ordinance is to protect the public potable water supply 
from possible contamination by backflow through cross‐connections. Please consult the Ordinance and Design and Construction 
Manual for the complete backflow prevention requirements.  Outlined below are the backflow prevention requirements for 
residential and commercial lawn sprinkler systems as set forth in the aforementioned Ordinance and Design and Construction 
Manual. 

References 

Lee’s Summit Backflow Prevention Program Ordinance (Chapter 32‐142, Article III)  

– http://cityofls.net/City‐of‐Lees‐Summit/About‐the‐City/City‐Codes‐(Laws).aspx

Lee’s Summit Design and Construction Manual (Sections 6900 & 3900) 

– http://cityofls.net/Development/Development‐Regulations/Design‐and‐Construction Manual.aspx

Missouri Approved Backflow Prevention Assemblies  

– http://www.dnr.mo.gov/env/wpp/docs/assemblylist.pdf

Lawn Sprinkler Systems – Residential and Commercial 

All in ground lawn sprinkler systems must be protected by a backflow prevention assembly.  The backflow 
prevention assembly must be installed just after the point of connection to the water service line and prior to any 
other connections in the system.  The assembly type depends on the degree of hazard.  

Pressure Vacuum Breaker Assemblies (PVBA’s) are not permitted in Missouri 

Lawn Sprinkler System with no means for chemical injection 
‐ Minimum required backflow assembly ‐ Double Check Valve Assembly (DCVA). 
‐ A DCVA must be installed horizontally unless otherwise approved by Water Utilities. 
‐ Manufactures tag must be readable and test cocks in upright position. 
‐ Can be installed below ground in a pit. 

Lawn Sprinkler System with means for chemical injection 
‐ Minimum required backflow assembly ‐ Reduced Pressure Zone Backflow Prevention Assembly 

(RPBA or RPZ). 
‐ A RPBA must be installed a minimum of 12 inches above ground and not exceed 48 inches above 

ground (cannot be installed in a pit). 
‐ A RPBA must be a minimum of 12” from the nearest wall. 
‐ A RPBA must be installed horizontally unless otherwise approved by Water Utilities. 
‐ A RPBA must be protected from freezing by a heated enclosure if installed outside. 
‐ If installed indoors, an RPBA must have an available floor drain as large amounts of water can be 

discharged if a backflow event occurs. 

IMPORTANT !!! 
ALL BACKFLOW PREVENTION ASSEMBLIES ARE REQUIRED TO BE TESTED IMMEDIATELY AFTER INSTALLATION BY A STATE 
CERTIFIED AND LEE’S SUMMIT LICENSED BACKFLOW TESTER.  THE TEST RESULTS SHOULD BE FAXED, MAILED, EMAILED OR 

DELIVERED TO THE CITY’S BACKFLOW COORDINATOR WITHIN 7 DAYS OF COMPLETION.  
(See contact information at the bottom of this sheet) 
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Commercial and Business Domestic Water Service 

All Commercial and Business domestic water services must be contained by a reduced pressure backflow 
prevention assembly (RPBA).  The backflow prevention assembly must be installed immediately after the water 
service enters the building (after the main shut off valve) and prior to any other connections.  

‐ A RPBA must be installed a minimum of 12 inches above ground and not to exceed 48 inches above 
ground (cannot be installed in a pit). 

‐ A RPBA must be a minimum of 12” from the nearest wall. 
‐ A RPBA must be installed horizontally unless otherwise approved by Water Utilities. 
‐ A RPBA must be protected from freezing. 
‐ A RPBA must have an available floor drain as large amounts of water can be discharged if a backflow 

event occurs. 

Fire Protection Systems –  Residential and Commercial 

All fire protection systems must be protected by a backflow prevention assembly.  The backflow prevention 
assembly must be installed prior to any other connections in the system.  Please consult the Design and 
Construction Manual for whether the backflow prevention assembly needs to be installed in an outdoor vault or in 
the building’s fire riser room.  The assembly type depends on the degree of hazard. 

Fire Protection System with no chemicals 
‐ Minimum required backflow assembly ‐ Double Check Detector Assembly (DCDA). 

o A DCDA consists of a main DCVA backflow assembly with a smaller metered bypass line with
a DCVA assembly.

‐ Can be installed below ground in a pit. 

Fire Protection System with chemicals 
‐ Minimum required backflow assembly ‐ Reduced Pressure Zone Detector Assembly (RPDA). 

o A RPDA consists of a main RPBA backflow assembly with a smaller metered bypass line with
a RPBA assembly.

 If the chemicals can be isolated (such as an antifreeze loop) then a regular RPBA can
be used to isolate the chemical loop and a DCDA can be used as the containment
device on the main fire line instead of a RPDA.

‐ A RPBA must be installed a minimum of 12 inches above ground and not to exceed 48 inches above 
ground (cannot be installed in a pit). 

‐ A RPBA must be a minimum of 12” from the nearest wall. 
‐ A RPBA must be installed horizontally unless otherwise approved by Water Utilities. 
‐ A RPBA must be protected from freezing. 
‐ A RPBA must have an available floor drain as large amounts of water can be discharged if a backflow 

event occurs. 


